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YOUR SAFETY , OUR FOCUS

CHINA.ZUN Y| HAI DE SPARE PART FACTORY
CHINA.YIWU POWERFUL EXPORT&IMPORT CO.,LTD




Yiwu Powerful Export and Import
Eahﬂmmwhmﬂﬁuﬁulwd"ﬂmmpﬂmﬂsasmmm
Afer the great success and the well reputation that our products got in the domestic market,
as manufacturer we decided fo set up Yiwu Powerful Export and Import fo spread this success
to the international market in some auto parts,
?mpmmammmlwpu&m-.mmmnmmmnmmm
successiully crafted a niche for ourselves and set a benchmark in the industry. Our vision and
aim is to offer maximum safisfaction to oupClients and in order o meed this, we always try to
come up with innovative ideas. Supporied by mo™e lhan 15 year of work in this field and an
able team of experenced and wall versed mmﬁ,uqmmmmm
those are acclaimed in the marked for ther performance, speed and quality.

We are always nﬂhgmwtnnmmmmhnwmhammﬁmﬁ
products , our products are made by ourselves so this made us mater the core technology,
control quality and reduce the cost. Moreover the QC department is in all our factonies to carry
out factory inspaction before delvery (PDI)

Also we are also looking for new partnership in all world to expand our brand and products
Since our cents across the world the company s always ensured that its products are
meeting the specification & international producton high standards and certificates such as
saso, ce, tuv, IS0 9001 and ofher required certification.
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X\ IGNITION WIRE SET
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0 bird® ignition wire set is one of the main products that aur company manulsctured and

developed in our factories for mone than & years, and have a production capacity that we
can cover and export to the international market

Q bird® also manufacturing for many vehicle models like Hyundai, Toyota, Daewoo and
other European & American vehicles including the domestic vehice factories which already
we are contracted with them,

Owir wlre set are manufactured according to Intermaticnal standards and certifications and
can stand and resist the different climates. It Is efficient in the range of temperature from -
&0 Cup to + 250°C and increased of humidity. A

Im order to match the high voltage with high temperature of engife, we must enhance the
temperature resistance leve| of high voltage wire. The temperature resistance of the original
P wire body and EPDM wire Fdr cannot meet tha operating requirement. Bacause of this,
we makes a serious appraisal by the demand of the custDmers, and the further

improvement al the wire body and the prm jacket in r.ﬂlertn make the high voltage
wire which was developed by our Wﬂr".‘ a2 higher performance and quality, we draft a
plan as bellows:

+ [ bird wire set is a mclaf features with high vnlhi resistance at 235 KvifS min

¥  The insertion force |s ongef the O birds characteristics whith influenced the touch
reliability and leak proofniess of the wire and :ﬁlm the insertion force set at 40N —
100M
The size of the connector termination connector sige connect with ignition plug and
with Ignition coll Influence the touch rellability of the Installer to feel and hear that a
click conniction has done and i, however the conhection is in difficult to see
location.
Elt length of each wire; each wire in the set I8 pre-cut to the exact length and the
wire set are ready to install rght out the box.
Sllicone wires ; we produce a variety of grades of the high voltage wire body. the 7
and Brmm ignition wire are SAEI2031, the highest guality wine used by our factories
These wire can withstand temperature from -60'C 10 +250°C and voltage resistance
property can reach 40 Kv and abowve, our wire set has passed tests covering
everything from electrical properties to shrinkage to chemical resistance and
accelerated life testing
Strong connections: The terminals are attached to provide an extremely strong
connection ensuring the cable and boot will not separate during removal and
nstallation

Company product quality target;

*  Service life BDDDDKM/3 years
naerthon foroe gt 80N~ 100N

= Voltage resistance at 235 Kv

*  Sgrvice environment -80'C-+150°Ctemperature resistance of the Ignition
plug’s productive jacket can reach 2360°C

Certifications; to design, develop and process control under (50/TS16949, and use the tools
APQP. EMEM and etc, to make § strict and control plan the cuiality

Strict quality Inspection; We control the quality stricthy from parchasing materlal and the
cooperation parts, from each proceis to the fMnal Inspection of the product. GC department
is established and responsible to not allowed to'the ungualified product to go to the next
process, 85 all production process ks subject to the OC.




O\ Q bird

QNO PICTURE OEM NO CAR MODEL ENG INE
145 (930)
1994/07-2001/01
Q01001 60598355 ALFA ROMEQ 146 (930) AR 33401
1994/12-2001/01
145 (930) AR 33503 AR
1994/07-2001/01 67601 AR
l 146 (930) J2201 AR
1994/12-2001/01 32301 AR
Qo1002 y 4646920 ALFA ROMEO 147 (937) 67204 AR
2000/11-2010/03 J2104 AR
156 (932) 37203 AR
1997/09-2005/09 32310 AR
145 (930)
1994/07-2001/01
146 (930) AR 33201 AR
Q01003 46400418 ALFA ROMEQ 1994/12-2001/01 67601
155 (167)
1992/01-1897M12
33 tEI'iI‘JE} 1983/05- AR 30146
99312
AR 30753
33 (907A)
1990/01-1954/08 AR 20701
Q01004 60537946 ALFA ROMEQ AR 30737
33 Sportwagaon
AR 30737 A
(903A) 1984/01-
1985/12 AR 30755
AR 01699
33 Sportwagon
145 (930)
1994/07-2001/01
199L‘F25233J1m1 A 20201
Q01005 60597942 ALFA ROMEQ AR 30558
33 (905) 1883/05- AR 30737
1993/12
33 (907A)
1990/01-1994/08
168 (164) AR 06416
Q01006 @ 60513446 ALFAROMEQ | yo87/01.1908/08 | AR 08420
155 (167)
Q01007 (‘\ 7733566 ALFAROMEQC | .o0oinq.1gg7/12 | AR 67203

PAGEG



AR 67105

Q01008 60566481 | ALFAROMEO | o2 (S0 [ AR 67402
AR 67101
AR 67106
155 (167) AR 67201
Q01009 60600766 | ALFAROMEQ | . o0501.1007112 | AR 67202
AR 67204
13 (907A)

1990/01-1994/09
Q01010 60538003 | ALFAROMEO | 23 Sportwagon i: x;:g

(807B) 1990/01-

1984/08

168 (164) AR 64101
1987/01-1998/09 | AR 64102
Qo101 60573733 | ALFAROMEQ | "cr'oier” oy s
1964/08-2005/10 | AR 16202
75 (1628) AR 06224
Qo1012 60534745 | ALFAROMEQ | 005051002112 | AR 08166
AR 06100
AR 61101
75 (1628 AR 61201
1985/05-1962/112 | AR 06168
Q01013 60548306 | ALFAROMEO | 'coinec 1o am 08134
1971/03-1993112 | AR 06158
AR 01563
AR 00515
AR 06120
Q01014 60534855 | ALFA ROMEO ma;fu{sﬁg;n ,| ARos124
AR 61503

PAGET




168 (164)
Q01015 -w 60800515 ALFAROMEO | jogoin1 100aing | AR 06476
; ALFASUD Sprint
- 1 (902.A) 1976/09-
s 1989/12 AR 30124 AR
ALFASUD (901) 30146
Q01016 60584120 ALFA ROMEQ 1or208.188808 | AR 30820 AR
ALFASUD 30558
Giardinetta (904)
1978/01-1981/12
100 (4A, C4)
1900/12-1994/07
100 Avant (44,
C4) 1990/12-
1994/11 90 PR
Q01017 078 905 531 A AUDI (8C, B4) 1991/08- Aﬂg
1954/12
80 Avanl (8C, B4)
1861/09-1996/01
A4 (8D2, BS)
1904/11-2001/09
FOX (80, 82, B1)
Qo1018 @ 056 998 031 AUDI ST 0TI AGG
ff A3 (8L1) 1996/00-
Q01019 f.’, DEA 905 400 A AUDI 2003108 APF AKL AEH
as A3 (BL1) 1906/09-
Q01020 D 06A 905 408 G AUDI 2003/05 AGN
HE JT KV KX
NG KW ABK
SK
90 (89, 890, 8A,
Qo1021 032 905 430 P AUDI B3) 1987/04- HY P53 SH SL
1991/09 KP RT KZ PX
KU MC NF
AAR
WG FS
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Q01022

437908031 8B

AUDI

80 (89, 890, 8A,
B3) 1987/04-
19491/09

HP SK JT KV
KX NG 7A HY
PS SL KPRT
KZ PX KU MC
MF AAR KG

Q01023

035 998 031

AUD1

500 (43, C2)
1976/06-1982/07
500 (44, 440, C3)
1982/08-1991/07
100 Avani (43,
C2) 1977/07-
1983/02 5000
Estate (44, 440,
C3) 1982/08-
198011
200 (43) 1979/10-

WN JS

Q01024

064 905 405 N

AUDI

A3 (8L1) 1996/09-
2003/05

APK AZH AQY
BEH
AZJ

Q01025

058 905 409 A

AUDI

A3 (BL1) 1996/09-
2003/05
Ad (BD2, BS)
1994/11-2001/08
A4 Avant (8DS,
BS) 1994/11-
2001/08 AB
(4A, C4) 1994/06-

AGN ADR AFY

Q01026

0GB 905433 A

AUDI

A3 (8L1) 1096/00-
2003/05
Ad (8D2, BS)
1894/11-2001/09
A4 (BE2, B6)
2000/11-2004/12
A4 (BEC, B7)
2004/11-2008/06

AVU BGU AYD
BFS

AHL ALZ AZM
BSE
ADY

Q01027

N 102 436 11

AUDn

A4 (BD2, B5)
19841 1-2001/09
A4 Avant (BDS,
B5) 1994/M11-
2001/09

AHL

Q01028

034905483 G

AUDI

80 (89, 89Q, 8A,
B3) 1987/04-
1991/09
COUPE (88. 8B)
1988M10-1996/M12
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